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SIGN LOCATION- PLAN VIEW
Entrance Sign
Scale: 1"=20'

8'

VIEW CONE

UTILITY 
POLEPROPOSED 

SIGN

S
 
M
A
N
E
Y

B R O A D

A
V
E
N
U
E

S O U T H E A S T

VIEW CONE

OVERHEAD POWER LINES

DRAWING LIST:

Cover/Site Plan

C-1- Concept

C-2- Layout

c-3-Details

C-4- Base & Mounting

Spring
Wetland

Murfree &
DiscoveryDiscovery
CenterCenter

Spring
Wetland

Murfree 

Entry Sign Construction Documents

CONTRACTOR TO CONTACT
TENNESSEE ONE-CALL
1-800-351-1111
TO LOCATE UTILITIES PRIOR 
TO CONSTRUCTION.
CONTRACTOR  TO  COORDINATE
AND INSTALL UNDERGROUND 
ELECTRIC SERVICE FROM THE
DISCOVERY CENTER TO ENTRY SIGN.

FIELD LOCATE 
SIGN WITH
OWNERS
APPROVAL
PRIOR TO
CONSTRUCTION. SIGN MUST BE

8' BEHIND OVERHEAD
POWER LINES.

UNDERGROUND
ELECTRIC C LINE
TO DISCOVERY CENTER
BUILDING
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NOTES:
ALL DRAWINGS ARE FOR 
DESIGN INTENT ONLY.
THE CONTRACTOR SHALL BE
RESPONSIBLE FOR THE
STRUCTURAL DESIGN OF THE
MEMBERS, COMPONENTS,
AND CONNECTIONS FOR THE
SIGNS.

THE CONTRACTOR SHALL ENGAGE 
A STRUCTURAL ENGINEER 
LICENSED IN THE STATE OF
TENNESSEE TO CALCULATE THE 
DESIGN LOADS AND PROVIDE 
SIGNED AND SEALED DETAIL 
DRAWINGS FOR ALL STRUCTURAL 
COMPONENTS.

ALL EXPOSED ATTACHMENT
HARDWARE TO BE VANDAL
RESISTANT. ALL SIGN HARDWARE 
TO BE NON-CORROSIVE AND 
FINISHED TO MATCH UNLESS 
OTHERWISE SPECIFIED.

LUMINORE FINISH:
TO BE IRON RUST LUMINORE (R),
OR APPROVED EQUAL,
W/RUST PATINA ACHIEVED W/
RUSTY RED FROM TRIPLE S
CHEMICAL COMPANY. APPLY 
LIBERAL AMOUNT UNTIL THE
DESIRED OXIDATION OCCURS.
FINISH WITH MATTE CLEAR COAT.

LIGHTING BY COLOR KINETICS, INC.
10 MILK ST. BOSTON, MA 02108
888-385-5742 OR APPROVED
EQUAL.

 

CONCEAL LIGHT 
HOUSINGS BEHIND
ROUTED METAL DRAGON FLY 
W/ TRANSLUCENT WINGS

ROUTED METAL 
DIMENSIONAL LETTERS.
RAISED STUD MOUNT TO 
SIGN  BACKING.
COLOR YELLOW

AMPERSAND TO BE 
ROUTED METAL
MOUNTED FLUSH
COLOR GRAY

ALUM. BACK PANEL 
W/ LUMINORE FINISH
& RUST PATINA

BACK ELEVATION
Entrance Sign
Scale: 1/2 "=1'

FRONT ELEVATION
Entrance Sign
Scale: 1/2 "=1'

Spring
Wetland

Murfree &
DiscoveryDiscovery
CenterCenter

Spring
Wetland

Murfree 
Spring

Wetland

Murfree &
DiscoveryDiscovery
CenterCenter

Spring
Wetland

Murfree 
ROUTED METAL 
DIMENSIONAL LETTERS.
RAISED STUD MOUNT TO 
SIGN  BACKING.
COLOR GREEN

LIMESTONE
BASE 
IN RANDOM
PATTERN.

ETCHED ACRYLIC 
PANEL. UPLIGHT 
FROM BEHIND.

ROUTED ALUM.
FIGURES W/
LUMINORE FINISH
 & RUST PATINA.
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NOTES:
ALL DRAWINGS ARE FOR 
DESIGN INTENT ONLY.
THE CONTRACTOR SHALL BE
RESPONSIBLE FOR THE
STRUCTURAL DESIGN OF THE
MEMBERS, COMPONENTS,
AND CONNECTIONS FOR THE
SIGNS.

THE CONTRACTOR SHALL ENGAGE 
A STRUCTURAL ENGINEER 
LICENSED IN THE STATE OF
TENNESSEE TO CALCULATE THE 
DESIGN LOADS AND PROVIDE 
SIGNED AND SEALED DETAIL 
DRAWINGS FOR ALL STRUCTURAL 
COMPONENTS.

ALL EXPOSED ATTACHMENT
HARDWARE TO BE VANDAL
RESISTANT. ALL SIGN HARDWARE 
TO BE NON-CORROSIVE AND 
FINISHED TO MATCH UNLESS 
OTHERWISE SPECIFIED.

LUMINORE FINISH:
TO BE IRON RUST LUMINORE (R),
OR APPROVED EQUAL,
W/RUST PATINA ACHIEVED W/
RUSTY RED FROM TRIPLE S
CHEMICAL COMPANY. APPLY 
LIBERAL AMOUNT UNTIL THE
DESIRED OXIDATION OCCURS.
FINISH WITH MATTE CLEAR COAT.

LIGHTING BY COLOR KINETICS, INC.
10 MILK ST. BOSTON, MA 02108
888-385-5742 OR APPROVED
EQUAL.

 

DETAIL 1- FRONT ELEVATION
Entrance Sign
Scale: 1/2 "=1'

Spring
Wetland

Murfree &
DiscoveryDiscovery
CenterCenter

Spring
Wetland

Murfree 

DETAIL 2- SECTION- SIDE VIEW
Entrance Sign
Scale: 1/2 "=1'

DETAIL 1- FRONT ELEVATION
Entrance Sign
Scale: 1/2 "=1'

DETAIL 4- ELEVATION
Acrylic Panel
Scale: 1/2 "=1'

DETAIL 3- ELEVATION
Routed Metal Animals
Scale: 1/2 "=1'

DETAIL 5- ELEVATION
Dragonfly Mounting
Scale: 1/2 "=1'

16 ft - 0 in

2 ft - 5 in

3 ft - 0 in

8 ft - 10 in

1 ft - 9 in

6 ft - 8 in

8 ft - 11  in 3 ft - 0 in

1 ft - 2 in
DIMENSION MAY 
VARY BASED ON
INTERNAL 
STRUCTURE DESIGN.

4 1/2 in

1/4 in ROUTED
ALUM. W/ LUMINORE
FINISH.
AED TO PROVIDE PATTERN.
SEE DETAILS 3/C-2.
SEE 3/C-4 FOR 
ATTACHMENT DETAIL

3/4 in ROUTED
ETCHED BLUE
TINTED ACRYLIC.
AED TO PROVIDE
PATTERN. SEE DETAIL 4/C-2
SEE 3/C-4 FOR 
ATTACHMENT DETAIL

ALUM.  FRAME
W/ 2 in MIN.
STEEL INTERNAL 
SUPPORT.
SEE SHEETS C-3 & C-4

ACRYLIC & METAL
DRAGON FLY.
SEE DETAILS 2/C-3

2 in TUBE
DRAGON FLY SUPPORT.

SPOTLIGHT FOR PANEL
TEXT TYP.
COLORBURST 4
116-00003-01
BY COLOR KINETICS

2 ft - 6 in

SEE 1/C-3
FOR PANEL DETAILS

CONCRETE
FOOTING

STONE BASE. SEE
SHEET C-4

8 ft - 9 in

4 ft - 0 in

9 ft - 9 in

4 ft - 3 1/2 in

8 ft - 9 in

2 ft - 1/4 in

10 1/4 in

1 ft - 9 in
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FOR
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DETAILS
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NOTES:
ALL DRAWINGS ARE FOR 
DESIGN INTENT ONLY.
THE CONTRACTOR SHALL BE
RESPONSIBLE FOR THE
STRUCTURAL DESIGN OF THE
MEMBERS, COMPONENTS,
AND CONNECTIONS FOR THE
SIGNS.

THE CONTRACTOR SHALL ENGAGE 
A STRUCTURAL ENGINEER 
LICENSED IN THE STATE OF
TENNESSEE TO CALCULATE THE 
DESIGN LOADS AND PROVIDE 
SIGNED AND SEALED DETAIL 
DRAWINGS FOR ALL STRUCTURAL 
COMPONENTS.

ALL EXPOSED ATTACHMENT
HARDWARE TO BE VANDAL
RESISTANT. ALL SIGN HARDWARE 
TO BE NON-CORROSIVE AND 
FINISHED TO MATCH UNLESS 
OTHERWISE SPECIFIED.

LUMINORE FINISH:
TO BE IRON RUST LUMINORE (R),
OR APPROVED EQUAL,
W/RUST PATINA ACHIEVED W/
RUSTY RED FROM TRIPLE S
CHEMICAL COMPANY. APPLY 
LIBERAL AMOUNT UNTIL THE
DESIRED OXIDATION OCCURS.
FINISH WITH MATTE CLEAR COAT.

LIGHTING BY COLOR KINETICS, INC.
10 MILK ST. BOSTON, MA 02108
888-385-5742 OR APPROVED
EQUAL.

 

DETAIL 1- FRONT ELEVATION
Sign Message Panel
Scale: 1/2 "=1'

&
Discovery
Center
Spring

Wetland

Murfree 

DETAIL 2- 
Dragonfly
Scale: 1 "=1'

CL

&
Discovery
Center
Spring

Wetland

Murfree 

SIDE VIEW 
Dragonfly
Scale: 1 "=1'

8 ft - 10 in

6 ft - 8 in

2 1/2 in W X 4 1/2 in D
OUTER FRAME.
COLOR: MP13306

2 in W  X 3 1/2 in D
TUBE INNER FRAME.
WELD CONT. TO PANEL.
WELD ARMS TO OUTER PANEL.
GRIND WELDS SMOOTH CONT.
PAINT COLOR: MATTHEWS
MP13915

1/4"MIN. ALUM. SHEET METAL W/
LUMINORE FINISH.

1 ft - 1 in

7 1/4 in

2 3/4 in

1 ft - 1 in

7 1/4 in
1 ft - 5 3/4 in H AMPERSAND.
3/8 in ROUTED ALUM.
STUD MOUNT FLUSH TO BACK PANEL.
COLOR: MP 13915

4 in
6 1/4 in

4 1/2 in
1 1/4 in

6 1/4 in
4 1/2 in

6 1/4 in
4 1/2 in

3 1/2 in

FONT NOTES:
LETTERSPACE 
AS SHOWN.
TEXT C/LC.  FONT:
BAKER SIGNET REG.
AMPERSAND FONT:
CHARLESWORTH REG.

AED CAN SUPPLY VECTOR
FILES IF NEEDED.

3/8 in ROUTED ALUM.
STUD MOUNT W/ 1 in STANDOFF.
COLOR: MP1389

1 ft - 8 in

1 ft - 5 1/4 in

7 ft - 9 in
3 in OPEN SPACE BETWEEN FRAMES.

2 ft - 7 1/4 in

2 ft - 7 1/4 in

2 ft - 7 1/4 in 5 ft - 1 3/4 in
CENTER

5 ft - 7 in

2 ft - 4 in

1 ft - 5 in

2 ft - 4 3/4 in

1 ft - 1/4 in
1 ft - 4 in

1 ft - 1/2 in

2 ft - 5 1/4 in

1 ft - 1/2 in

3 ft - 7 in

5 ft - 1 in

1/2 in LIGHT BLUE 
'RADIENT' ACRYLIC  ROUTED
WINGS & BODY.
SANDWICH BETWEEN TWO
1/4" ALUM. ROUTED
DRAGONFLY BODY WITH WING 
VEINS. (ONE PIECE)
BODY COLOR: LUMINORE FINISH
VEINS COLOR: MP13306
SECURE W/ 1/2 in ROUNDHEAD
BOLTS ALONG BODY & 1/4 in
ALONG WING VEINS.
WELD TO SUPPORT ARM SEE 2&5/C-2.
AED TO PROVIDE ROUTING PATTERNS.

3/8 in ROUTED ALUM.
STUD MOUNT W/ 1 in STANDOFF.
COLOR: MP00482

BACKLIGHT WINGS
COLOR FRESCO
101-000003-02

BY COLOR KINETICS.
MOUNT TO BACK

OF DRAGONFLY BODY.
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Base
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NOTES:
ALL DRAWINGS ARE FOR 
DESIGN INTENT ONLY.
THE CONTRACTOR SHALL BE
RESPONSIBLE FOR THE
STRUCTURAL DESIGN OF THE
MEMBERS, COMPONENTS,
AND CONNECTIONS FOR THE
SIGNS.

THE CONTRACTOR SHALL ENGAGE 
A STRUCTURAL ENGINEER 
LICENSED IN THE STATE OF
TENNESSEE TO CALCULATE THE 
DESIGN LOADS AND PROVIDE 
SIGNED AND SEALED DETAIL 
DRAWINGS FOR ALL STRUCTURAL 
COMPONENTS.

ALL EXPOSED ATTACHMENT
HARDWARE TO BE VANDAL
RESISTANT. ALL SIGN HARDWARE 
TO BE NON-CORROSIVE AND 
FINISHED TO MATCH UNLESS 
OTHERWISE SPECIFIED.

LUMINORE FINISH:
TO BE IRON RUST LUMINORE (R),
OR APPROVED EQUAL,
W/RUST PATINA ACHIEVED W/
RUSTY RED FROM TRIPLE S
CHEMICAL COMPANY. APPLY 
LIBERAL AMOUNT UNTIL THE
DESIRED OXIDATION OCCURS.
FINISH WITH MATTE CLEAR COAT.

LIGHTING BY COLOR KINETICS, INC.
10 MILK ST. BOSTON, MA 02108
888-385-5742 OR APPROVED
EQUAL.

 

DETAIL 1- FRONT ELEVATION
Entrance Sign Base
Scale: 1/2 "=1'

Spring
Wetland

Murfree &
DiscoveryDiscovery
CenterCenter

Spring
Wetland

Murfree 

DETAIL 2- SECTION- SIDE VIEW
Entrance Sign Base
Scale: 1 "=1'

DETAIL  3-ENLARGEMENT
Routed Animals, Acrylic Wave Attachment & Light
Scale: 3 "=1'

SEE DETAIL  4
ENLARGEMENT

DETAIL  4-ENLARGEMENT
Panel Attachment
Scale: 3 "=1'

2 ft - 5 in

3 ft - 0 in

9 ft -0  in

CONCRETE
FOOTING.
DESIGN & SIZE 
TO BE DETERMINED 
BY STRUCTURAL
ENGINEER.

7 ft - 0 in

1 ft - 2 in

3 ft - 0 in

2 ft - 5 in

3 ft - 0 in

BACKUP MATERIAL

4 in FIELDSTONE VENEER
RANDOM PATTERN

LED LIGHT 
HOUSEING.
Requires 
1 circuit 
110V 20 amp.
supply.

SET SCREWS

ANCHOR BOLTS
@ 12" O.C. CONT.

ROUTED ANIMALS

ACRYLIC WAVE

WELD CONT.
TO 2 3/4 in X 
1/4 in BASE PLATE6 in RETURN

NOTE:
SIGN REQUIRES
INTERNAL STRUCTURAL 
SUPPORT. CONSULT W/
STRUCTURAL ENGINEER.
CONTRACTOR TO 
PROVIDE DRAWINGS.

1/2 in BASE PLATE

ANCHOR BOLTS
@ 8 in O.C. CONT.

SIGN PANEL
FRAME

TRIM ANCHOR BOLT
AND PAINT TO MATCH 
FRAME

1/2 in BASE PLATE
W/ LEVEL NUTS

4 1/2 in
OUTER FRAME.
SEE 1/C-3

3 1/2 in
INNER FRAME.
SEE 1/C-3

INTERNAL
STRUCTURAL 
STEEL

SIGN PANEL

COLORBLAST LIGHTING
POWER & DATA SUPPLY

ITEM: PDF-150E
109-000008-01

ENCLOSED UNIT IN SIGN BASE.
CONCEL ACCESS PANEL IN REAR OF SIGN.

BACKLIGHT FOR 
ACRYLIC WAVE TYP.
COLOR FRESCO
TWO (2) 101-000003-00
BY COLOR KINETICS
LED COLOR 
COMBINATION TO BE
APPROVED BY AED.

BACKUP MATERIAL
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